
MA-16

ENGINE MAINTENANCE

5. Install the air cleaner case (upper).
6. Install the air duct and resonator assembly (inlet).

Changing Engine Oil ELS000Z3

WARNING:
● Be careful not to burn yourself, as the engine oil is hot.
● Prolonged and repeated contact with used engine oil may cause skin cancer; try to avoid direct

skin contact with used oil. If skin contact is made, wash thoroughly with soap or hand cleaner as
soon as possible.

1. Warm up the engine, and check for any oil leaks.
2. Stop the engine and wait for at least 10 minutes.
3. Remove the oil drain plug and oil filler cap.
4. Drain the engine oil and refill with new engine oil.

Oil Specification and Viscosity
● API grade SL, Energy Conserving
● API Certification Mark
● ILSAC grade GF-III
● See MA-10, "RECOMMENDED FLUIDS AND LUBRICANTS" .

Refill Oil Capacity (Approximately)
Unit: (US qt, Imp qt)

CAUTION:
● Clean the drain plug and install with a new washer.

● The refill capacity depends on the oil temperature and drain time. Use the “Refill oil capacity”
values as a reference and check the oil level using the dipstick when filling the oil.

5. Warm up the engine and check the area around the drain plug and oil filter for any oil leaks.
6. Stop the engine and wait for more than 10 minutes.
7. Check the oil level using the dipstick as shown.

Changing Oil Filter ELS000Z4

1. Remove the oil filter using Tool.

The filter is a full-flow cartridge type and is provided with a relief valve.
WARNING:
Be careful not to burn yourself, as the engine and engine oil are hot.

Drain and refill Capacity

with oil filter change 6.2 (6 1/2, 5 1/2)

without oil filter change 5.9 (6 1/4, 5 1/4)

Dry engine (engine overhaul) 7.6 (8, 6 3/4)

Oil pan drain plug : 34.3 N·m (3.5 kg-m, 25 ft-lb)

SMA954C

Tool number : KV10115801 (J-38956)


