
1 Year Limited Warranty

All GlowShift products come with a 1 year limited warranty starting from the date of purchase. All products come with a 30 day
shipping policy which includes; shipping back to GlowShift and then back to the customer. Due to customs, GlowShift is not
responsible for shipping charges on any return for any reason on international packages. Any product returned to GlowShift must
have an RMA number. Any customer that returns a product to our defective department to be tested and the product is not defective
after extensive testing will be charged a reshipping fee for the product. After 30 days, GlowShift is no longer responsible for any
shipping charges for defective products. The warranty is strictly for the defective product. The warranty only covers the accuracy of
the instrumentation, background lighting, electronic sender units, and the inner mechanics of the gauge. Physical damage, improper
installation, and alternating the product will void all warranties. In no event will GlowShift be liable for anything over the original
purchase price of the product. In no event will GlowShift be responsible for any labor charges. The one year warranty is non
transferable.

GlowShift Gauges is a Brand of The Neon Edge, Inc.

Water Temperature Gauge Instructions
7 Color Series

Wire Color Code
Black Engine Ground S Post Water Temp Sending Unit
Red Battery (+) + Post 12v Ignition Switch (+)
Yellow 12v Parking Lights (+) - Post Engine Ground

1. Disconnect the negative battery cable.

2. There are two common ways to install the water temp sender unit.

Replacing Stock Sensors
The first is to remove the stock sender unit for the warning light on your dash. In most cars this sensor is
not connected to your PCM and removing it will not affect anything. Confirm this with your dealership or
owner’s manual before removing the sensor. If everything is ok then you can install the sender that came
with the gauge. You could also install a t-fitting that you can purchase from a local hardware store in order
to hook up both factory and aftermarket senders.

Water Sender Attachment
The second is to purchase a Water Hose Attachment. This adapter connects to any stock hose. The
attachment has a 1/8 NPT sender hole for quick installation. We need to know the inside diameter of the
hose in order to get the correct size for your vehicle.

Installation Of Water Attachment
Cut the upper hose and install the adapter between the two halves. Install the hose clams included in the kit
and tighten. Run a wire from the screw on the attachment to engine ground and install the temp sender.

The sensor needs metal to metal connection for it to work properly. The one wire sensor can not be used
with any Teflon tape or sealing products. If there is still a problem with a ground on the 1 wire sender it
may be necessary to install a ground wire by using and eye lid wire connector at the threads that thread into
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the engine block. On the 2 wire sensor the white wire gets connected to the S post of the gauge and the
black wire connects to an engine ground. The two wire sensor can use any Teflon tape or sealing products

3. Connect the red wire to the positive side of the battery. When wiring this connection install a 3 amp fuse
within 20 inches of the battery. The red wire can also be connected to any constant 12 volt connection in
the fuse panel. For easy installation in the fuse panel you can get an “add a circuit” which looks like a fuse
with an additional wire attached; this is available at a local auto parts store.

4. The yellow wire needs to be connected to the positive side of the parking lights. The easiest way is to tap
into the wire on the parking lights assembly or you can also connect it at the headlamp switch.

5. The positive post needs to connect to an ignition wire. It can be connected to any positive 12 volt source
that turns on when the ignition is on and turns off when the ignition is off. It can be connected to the fuse
panel, an accessory wire, etc. For easy installation in the fuse panel you can get an “add a circuit” which
looks like a fuse with an additional wire attached; this is available at a local auto parts store.

6. Connect the Black Wire and Negative Post to any ground connection, or you can run a wire to the
negative side of the battery.

7. Reconnect the negative battery cable.


