
c. Remove 2 bolts from each of the 3 bumper brackets shown in Figures 10 and 11. 

Bracket 3 

Figure 10 

Figure 11 

Bracket 2 

Bracket 3 

Bracket 1 
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6. Disconnect the condenser fan electrical connector. 

7. Remove 2 nuts from the air bag 
sensor.

�x Position the sensor out of the way. 

CAUTION:  Do not drop or 
otherwise impact the air bag 
sensor.

8. Remove the condenser fan mounting 
bolt.

Air bag sensor 

Nuts Bolt

Figure 12 

9. Pull the bumper forward and remove the fan. 

Bumper

F
a
n

Figure 13 

10. Install the new condenser fan in reverse of removal. 

8/12



11.Reassemble all other parts in reverse order. 

Figure 14 

Install Jumper Harness —for all applied vehicles

11.Look in the lower bumper area and locate the condenser fan connector. 

Look in here

Nuts

Air bag sensor 

Torque air bag sensor nuts to: 

15 N.m (1.1 K-gm, 11 ft-lb )

Figure 15 
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13.Disconnect the condenser fan and connect the jumper harness as shown. 

Vehicle
harness to 
jumper
harness

Jumper harness 
to condenser fan. 

Jumper
harness

Figure 16 

14.Mount the new jumper harness as shown. 

2

1

3

Push mounting 
clip into the 4th

hole

Figure 17 

     NOTE:
�x Make sure the jumper harness Part Number is 24167 – ZJ50A. 
�x Make sure only one jumper harness is installed as shown above.
�x If a jumper harness was installed as part of a previous repair, do not install a second 

one.

10/12



15.Reconnect the battery cables, positive cable first.

16.Reset the radio station presets.

17. Reset the clock. 

PARTS INFORMATION 

DESCRIPTION PART # QUANTITY
Jumper Harness 24167 – ZJ50A 1
Condenser Fan 92120 – ZJ00A 1

NOTE: Condensor Fan P/N 92120-ZC20A is also acceptable for performing the Service Procedure in this 
campaign.

CLAIMS INFORMATION 

Submit a Campaign (CM) line claim using the following claims coding: 

“CM” I.D.:  P7215 

DESCRIPTION OP CODE FRT
Install Jumper Harness P72150 0.2 hrs. 

OR

DESCRIPTION OP CODE FRT
Install Jumper Harness and RPL Fan / Motor 

Assy.
P72151 0.5 hrs.
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OWNER’S LETTER

Dear Nissan Armada or Titan Owner: 

Nissan is committed to providing the highest levels of product quality and customer 
satisfaction. We believe that our current and future success depends on your continued 
satisfaction with Nissan. With that in mind, we want to bring to your attention important 
information regarding the cooling fan operation in your 2007 Armada or Titan. 

REASON FOR SERVICE ACTION 

Nissan has determined that because of a wiring issue the condenser cooling fan in your 
vehicle may operate in reverse, pulling air rather than pushing.  If this happens, your 
vehicle may experience poor A/C performance, and possibly higher than normal coolant 
temperatures.

WHAT NISSAN WILL DO 

We want to correct this condition to assure you continued satisfaction and confidence in 
your vehicle. Your Nissan dealer will repair the vehicle’s cooling fan wiring and, if 
necessary, replace the cooling fan on affected vehicles free of charge for parts or labor.

WHAT YOU SHOULD DO 

Contact your Nissan dealer at your earliest convenience in order to arrange an 
appointment. This free service should take about an hour to complete, but your Nissan 
dealer may require your vehicle for a longer period of time based upon their work schedule, 
or parts availability. It is essential that you have an appointment before  bringing your
vehicle to the dealer in order to ensure that the d ealer will be able to take your
vehicle that day and to thereby avoid you inconveni ence. Please bring this notice with 
you when you keep your service appointment. Instructions have been sent to your Nissan 
dealer.

If the dealer fails, or is unable to complete the modifications free of charge, you may 
contact the National Consumer Affairs Office, Nissan North America, Inc. at P.O Box 
685003 Franklin, TN 37068-5003. The toll free number is 1-800-NISSAN1 (1-800-647-
7261).

Thank you for providing us an opportunity to ensure on-going satisfaction with your Nissan 
Armada or Titan. 
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