2004 Nissan Titan SE

Fig. 8: Front Whedl Alignment Specifications (Titan)
Courtesy of NISSAN MOTOR CO., U.SA.
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Driva type 42 4x4
Nominal PO 145 0° 26"+ 45
Camber ) (-0.12° + 0.75°%) (0.43° +0.75°)
Degrea minute (Decimal degree)
Loft and right difference 0° 45 {0.75°) or less 0° 45" {0.75°) or less
3° 16" 145 2022 + 45
Caster Nominal (3.27° £ 0.75°) (2.37° £ 0.75%)
Degree minute {Decimal dagroe)
Left and right difference 0° 45" (0.75%) or lesa 0° 45’ {0.75°) or leas
Kingpin inclination {Reference only) o o
Degres minuta (Decimal d ) 13° 33 {13.55%) 13°0° (13.00%)
P
Front
Distance (A - B) 28+1mm(0.1£0.1in}] 281 1Tmm{D.1+0.1in)
Total toa-in Angle (left pius right) , ,
Degree minuts (Decimel d ) 0°05'+ 2’ (0.11) 0° 05’1 2 (0.1)
Ingide 34° 30’ — 38° 30 *2 34° 56" — 38° 56'
Degrea minute {Dacimal de 50 - 93° - 38,
Whesl tuming angle eg {Decimal dagres) (34.50° - 38.50%) (34.93° - 38.93%)
Outside 30° 58’ — 34+ 58' 3 31° 01" - 35°01° 3
Degrea minuta (Decimal dagree) {30.87° — 34.97%) (31.02° - 35.02°)
*1: Fusl, radiator coolant and angine ol ful. Spare tirs, jack, hand tools and mats in designated posltions.
*2: Target valua 37° MY (37.50°)
*3: Target value 33° 58" {33.58°)
*4; Target valus 37° 56’ (37.93°)
*5: Target valua 34° ‘01 (34.02°)
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